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1) (withdrawn) 

2) (cancelled) 

3) (cancelled) 

4) (cancdled) 

5) (cancelled) 

6) (cancelled) 

7) (cancelled) 

8) (cancelled) 

9) (cancelled) 

10) (cuaently amended) An improve d tape measure for maldng a measutemait of the 
type havmg ,^ a tape coiled in a housing havinp a tap p. hook external to the hotisinp on an 
unattached end portion of the tape, and measure ment lines and numerals on a concave side 
portion of the tape which increment from th e hook and which can he read when the hook is 
PMllcd from the housing, and a light positioned to illuminate the measured l ength on the tape. 
wherein the improveme nt comprises: 

[A tape measure as in claim 9 wherein the tape comprises] numerals for outside 
measurement of one color and numerals for inside measurement of a different color and 
wherein the numerals for inside measurement significantly contrast with a color of the light 
[emitting diode] so that the numerals for inside measurement will significantly stand out from 
the numerals for outside measurement when the light [emitting diode] is switched on. 
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11) (withdrawn) 

12. ) (withdrawn) 

13. ) (withdrawn) 

14. ) (withdrawn) 

15. ) (cancelled) 

16. ) (cancelled) 

17. ) (cancelled) 

18. ) (cancelled) 

19. ) (canceUed) 

20. ) (cancelled) 

21) (currently amended) A tape measure as in claim [20] IQ wherein the light 
comprises a light emitting diode. 

22) (currently amended) A tape measure as in claim [20) 10 wherein the [focused] 
light comprises a laser. 

23) (currently amended) An improved tape measure for making a[n internal] 
measurement [from a member] of the type having, a tape coiled in a housing having a tape 
hook external to the housing on an unattached end portion of the tape, and measurement lines 
and numerals on a concave side portion of the tape which increment from the hook and 
which can be read when the hook is pulled from the housing, wherein the improvement 
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comprises: 

a [light emitting diode] light positioned to illuminate a measured length on the tape 
and wherein the tape comprises g set of numerals for outside measurement of one color and a 
seLof numerals for inside measurement of a different color and wherein [the numerals for 
inside measurement significantly contrast widi] a color of the light [emitting diode] contrasts 
with a color of one of the seta of i^iimgpla so that [the] those numerals [for inside 
measuremait] will significanay stand out from the other numerals [for outside measurement] 
when the light [emitting diode] is switched on. 
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